Lifting Jacks 



Outside l’ump Hydraulic Jack for Heavy Duty 


The Joyce Self-lowering 
Self-Lowering High-Speed Ball-Bearing Jack 

Geared Screw s shown below is a mechanically 
Jack. operated jack designed to permit 

rapid raising and assure fully 
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controlled lowering. It is made 
with large circular base or small square base with 
ground lift to meet various service requirements and 
is built in all standard heights from 20 to 36" and 
in all capacities from 35 to 75 tons. 

The special form of thread, materials used, and 
general design and construction, result in an efficient, 
strong, safe and speedy mechanism. The complete 
Roller Bearing High Speed Geared Screw line is also 
made without the self-lowering feature. 


l". The Joyce Inside Pump type 

| Inside Pump : of Hydraulic Jack is made in all 
| Hydraulic [ rises from 6 to 18 inches and in 

I Jack ■ all capacities from 4 to 60 tons. 

. ; This jack is furnished either 

with broad circular base, small 
square base or with ground lift, as illustrated below, 
to meet various service requirements, and will work 
in a vertical, horizontal or inclined position. It is 
exceedingly light and compact for its power, is abso¬ 
lutely reliable, and the best material and workmanship 
are employed in its manufacture. Every provision is 
made in its design to prevent leakage and undue wear, 
to provide easy access to the interior, and to place the 
parts so as to be secure from injury. 


Inside Pump Hydraulic Jack 
Broad Base Type Ground Lift Type 


§ The Joyce Outside Pump 
I Outside Pump = type of Hydraulic Jack is par- 
Hydraulic I ticularlv suitable for use where 
j ac k . f a short jack is desired for a 

.i given lift, as the pump in this 

type is placed on one side of the 
jack, the ram being entirely free from internal work¬ 
ing parts. The outside pump jacks are made in all 
rises from 6 to 18 inches and are of two types:— 
for light duty in capacities of 4 to 20 tons, and for 
heavy duty, as illustrated in the following column, 
in capacities of 30 to 200 tons. Either type can be 
furnished with ground lift, and will work in either 
a vertical or horizontal position. The light duty jacks 
are made with a single pump, permitting one speed 
of operation, while the heavy duty jacks are made with 
two pumps of different diameters, giving three op¬ 
erating speeds and an emergency trip. 


Self-Lowerin 

Jack 
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The Joyce Screw Jack is the illustration. The lever jacks are made for 

made either with six-way head all rises between 4 and 25 inches and all capacities be- 

Screw Jack for lever, or with ratchet head, tween 5 and 15 tons, while the geared jacks are made 
in all rises from 3 to 23 inches, for rises between 10 and 26 inches and for capacities 

I.... and in all capacities from 6 to from 25 to 50 tons. 

50 tons. This jack with 
bracket-shaped thread designed with proper reference 

The Joyce Emergency Jack 
illustrated below is of the full 
automatic type, equipped with 
special pivoting base to permit 
lifting, lowering, pushing or 
pulling at any angle to within 
20 degrees of the horizontal, with five feet of chain 


Emergency 

Jack 


Emergency Jack 


Screw Jack 

to the shearing stresses, and broad bell base serving 
also as oil reservoir, as illustrated above, is superior in 
design and construction to other screw jacks. 

f""""""". The Joyce Full Automatic 

Automatic J»* is a strong and reliable 
_ . . jack of few working parts, in 

Lever Jack j which the 

I..... . ...I load can be 

raised or low¬ 
ered with equal facility notch by 
notch. It is fur- 

nished for opera- .. Av % 

tion by lever either / 

directly or through 
gear as shown in 


and grab hook, five foot steel lever of pinch bar con¬ 
struction, and detachable ground lift for use where 
chain cannot be employed. This jack weighs only 
127 pounds complete with all jgsy 

equipment, is 2 feet high, has a rise 
of 12 Yz inches, and a capacity of 15 /■ 


The Joyce 

Pulling and i PulHng and 

r> , • .I I Pushing 

Pushing Jack jj ackisar . 

.1 ranged with 

pinned hooks 
which can be dropped back so as to 
present the heads for use of the 

jack in pushing. These jacks are 
rugged and strongly built and are 
provided with ratchet for permit¬ 
ting the most convenient form of 
operation, as it is simply necessary 
for the operator to pull on the lever 
to turn the screw, and push back 
on it to cause the pawl to enter 
another tooth on the ratchet wheel. 
This jack has a 19 inch run of 
screw, and a capacity of 10 tons. 
The length inside hooks when 
closed and set for pulling is 39*4 
inches and the weight is 68 pounds. 


Pulling and 
Pushing Jack 


Lever Type Full Automatic Jack Geared Type 
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